® Franklin Electric

MOTOR PERFORMANCE CHARACTERISTICS

VOLTS 230 HERTZ 50 r | FRAME 4INCHSUB  HP 15
T ST.MFD RUNMFD 40 A | moDEL 254637 VOLTS  230-240
Z TESTPR 8658 PAGE 1 T RPM 2875 PHASE 1
T APPR BY DATE | SF 1.00 HERTZ 50
s| TvPE  Psc

REMARKS: TESTED IN WATER, SHAFT UP, WITH NO APPLIED THRUST.
TYPICAL PERFORMANCE. NOT GUARANTEED AS MINIMUM PERFORMANCE.

%PF
W it %EFF AMPS WATTS

95 13 3250

9 12 3000

. 85 11 2750

i, 80 10 2500

759 2250

70 8 2000

65 7 1750

- /7 60 6 1500
i , 55 5 1250
% 50 4 1000
/ I
7/ L
- 45 3 750
40 2 500
THRUST RATING: 650 LBS,
TEN ADDITIONAL INPUT WATTS
PER 100 POUNDS OF THRUST. 3 1 250
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025 050 075 100 125 150 175 200 225 250 HORSEPOWER
FULL LOAD TORQUE 334 BN
BREAKDOWN TORQUE 72.0 LB-IN

LOCKED ROTOR TORQUE ~ 23.0  LB-IN

LOCKED ROTOR AMPS 27.0 CURVE NO. 331210-352



