® Franklin Electric

MOTOR PERFORMANCE CHARACTERISTICS

VOLTS 220 HERTZ 50 R FRAME 4INCH SUB  HP 1
T ST.MFD RUN MFD /; MODEL 244558 VOLTS 220
E TESTPR 8371  PAGE 1 1] Rem 2875 PHASE 1
3] aeereY DATE Nl sF 1.00 HERTZ 50
G TYPE SPIR

REMARKS: TESTED IN WATER, SHAFT UP, WITH NO APPLIED THRUST.
TYPICAL PERFORMANCE. NOT GUARANTEED AS MINIMUM PERFORMANCE .
LOCKED ROTOR DATA FROM CALCULATION

| — WPF

|rPm %EFF AMPSWATTS
0 95 13 3250
- RP 90 12 3000
0 85 11 2750

"

0 l 80 10 2500
P A 75 9 2250

"W 10 8 2000

65 7 1750

—~ ATTS| 60 6 1500
- 55 5 1250

/
~ 50 4 1000

45 3 750

THRUST RATING: 650 LBS. |
TEN ADDITIONAL INPUT WATTS
PR 100 POUNDS OF THRUST | a2 S0
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3 1 250

Z
0125 0250 0375 0500 0625 0750 0875 1.000 1125 1.250 HORSEPOWER

FULL LOAD TORQUE 218 LBIN

BREAKDOWN TORQUE 462 LBIN

LOCKED ROTOR TORQUE ~ 22.2  LB-IN

LOCKED ROTOR AMPS 44.9

CURVE NO. 338250-300



